








MODELLO 1t 
Laccato RAL 5024
Lacquered RAL 5024

MODELLO 1V 
Laccato RAL 6005
Lacquered RAL 1002

MODELLO 1s 
Laccato bianco
Lacquered white

Climalime 21 mm
Bugna in compensato marino

Climaline panelling 21 mm
Raised panels in marine ply made

Climaline 21 mm
Bugna in compensato marino

Climaline panelling 21 mm
Raised panels in marine ply made
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SCEGLI LA FINITURA
WOOD FINISHING

Okoumé tinto ciliegio all'acqua
Cherry water stained okoumè

Okoumé tinto medio all'acqua
Medium water stained okoumè

Castagno tinto all’acqua
Water stained chestnut

Castagno grezzo
Untreated chestnut

Ciliegio grezzo
Untreated cherry

Douglas grezzo
Untreated douglas

Douglas tinto all'acqua
Water stained douglas

Okoumé tinto naturale all'acqua
Natural water stained okoumè

Okoumé tinto scuro all'acqua
Dark water stained okoumè

Okoumé tinto mogano all'acqua
Mahogany water stained okoumè

Mogano naturale all’acqua
Water natural mahogany

Mogano tinto all’acqua
Water stained mahogany

Mogano grezzo
Untreated mahogany

Climalime 21 mm
Bugna in compensato marino

Climaline panelling 21 mm
Raised panels in marine ply made

Climaline 21 mm
Bugna in compensato marino

Climaline panelling 21 mm
Raised panels in marine ply made

SCEGLI LA FINITURA
WOOD FINISHING

40 41



Laccato avorio
Lacquered ivory

Laccato bianco ghiaccio
Lacquered ice white

Laccato bianco neve
Lacquered snow white

Laccato celeste
Lacquered light blue

Laccato rosso
Lacquered red

Laccato verde
Lacquered green

Laccato verde chiaro
Lacquered light green

Laccato nero
Lacquered black

Laccato RAL a scelta
Choice of RAL

Pino Anilinato blue tinto all'acqua
Aniline water dyed blue pine

Pino grezzo
Untreated pine

Pino Anilinato verde tinto all'acqua
Aniline water dyed green pine

Rovere tinto all'acqua
Water stained oak

Rovere grezzo
Untreated oak

Pino tinto all'acqua
Water stained pine

Climalime 21 mm
Bugna in compensato marino

Climaline panelling 21 mm
Raised panels in marine ply made

Climaline 21 mm
Bugna in compensato marino

Climaline panelling 21 mm
Raised panels in marine ply made

SCEGLI LA FINITURA
WOOD FINISHING

SCEGLI LA FINITURA
WOOD FINISHING
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ISTRUZIONE USO E MANUTENZIONE
USE INSTRUCTIONS AND PRODUCT MAINTENANCE

COME
Tale semplice operazione può essere 
schematizzata in due fasi:
1	 Pulizia del rivestimento da polvere o 

altre impurità usando esclusivamente 
acqua tiepida e sapone neutro.

2	 Applicazione a pennello di uno 
strato di ritonificante all’acqua 
per serramenti in legno. Avendo 
cura di asportare l’eccedenza e di 
uniformare lo strato applicato con un 
panno di cotone.

QUANDO
È consigliabile ripetere le operazioni di 
manutenzione ogni anno.

RIVESTIMENTI INTELAIATI
E INTAGLIATI A MANO

NON USARE ASSOLUTAMENTE PRODOTTI 
CORROSIVI, ABRASIVI O A BASE ALCOOL 
PER LE OPERAZIONI DI PULIZIA

I pannelli intelaiati non sono 
assoggettabili a contestazione per 
l’eventuale fuoriuscita di resina.
Il pannello Intagliato a mano per la 
sua particolarità può presentare delle 
crepe e delle fessure dovute alle 
caratteristiche del legno.

HOW
This simple operation can be 
recapped in two steps:
1 Cleaning of the panel from dust or 

other impurities exclusively using 
warm water and a mild soap.

2 Brush application of a layer of 
water-based conditioner for 
wooden doors and windows. 
Taking care to remove the surplus 
and to uniform the applied layer 
with a cotton cloth.

WHEN
It is advisable to repeat the 
maintenance operations every year.

FRAMED PANELLING
AND HAND CARVED
PANELLING

CORROSIVE, ABRASIVES OR ALCOHOL-
BASED PRODUCTS MUST NOT BE USED 
FOR THE CLEANING OPERATIONS

No claims can be raised for framed 
panels for the possible leakage of 
resin.
Hand carved panels, due to their 
peculiarity, may have cracks and 
fissures that can be lead to the 
characteristics of the wood.

Le informazioni presenti in questo catalogo possono subire variazioni. 
I materiali rappresentati sono puramente indicativi: per la verifica dei colori si rimanda al campionario.
The information contained in this catalogue may undergo variations. 
The materials shown are a bare example: for the verification of colours please refer to the sample collection.
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